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Control allows for perfect room integration

- Unlike standard loudspeaker designs the is not compromised when it is rotated. Using switchable Twin

Tweeters its performance is perfect in vertical or horizontal modes, allowing an identical model to be used for both upright and

low profile centre channels.

Image steering - The ‘Beam-up’ function uses the twin tweeter arrangement to steer the image toward the listening position.

This is highly effective when either placed very high or low and especially when the is used in-ceiling in a surround

sound configuration.

High frequency compensation - Three positions for tweeter level tailor for bright-

reflective or dull-absorbent rooms and the effects of perforated projector screens.



StealthBaffle™

Quick accurate installation -

The has a well-engineered

adjustable wall mounting system with

large scope for adjustments in height

and level.

Self Standing

A pair of the wafer-tt™ brushed stainless steel

supports converts the into an elegant

table top speaker.

Untainted, clear projected sound using

Standard in-wall and on-wall designs are compromised when sound is reflected

by the large surface area of their front baffle that surrounds the drive units.

This detrimental effect is similar to the change in sound when cupping your

hands around your mouth whilst speaking. PMC’s acoustic specialists have

developed a unique, structured, absorbent surface that prevents unwanted

reflected sound waves. The drive units are free to produce concentrated pure,

untainted audio directly into the listening space.
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Paintable grille & bezel -

Both wafer thin grille & bezel are

paintable to blend in with the desired

surrounding colour scheme.

Ultra low rear sound leakage -

cabinets are sealed at the rear, therefore sound leakage to

adjoining rooms is kept to an absolute minimum. Having a determined

volume and structure of cabinet also means a guarantee of

performance, as there is no reliance on the cavity construction or

filling, unlike inferior open back designs.

Specific features of
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Quick Fix installation - The multiple mounting lugs spring into position as the cabinet is placed into the wall

or ceiling allowing both hands free to finally secure and position the cabinet safely and accurately.





series installation examples

Mixing and matching any of

the series and PMC’s consumer

range creates a supreme and

unbeatable surround system.

wafer1TM stereo wafer1TM stereo with 42" plasma wafer1TM Left, Centre, Right
with 42" plasma

wafer1TM series installation examples

Optional TLE1 sub

wafer2TM stereo wafer2TM stereo with 42" plasma wafer2TM Left, Right, wafer1TMCentre,
with 42" plasma

wafer2TM Left, Centre, Right,
with 42" plasma

wafer 2TM series installation examples

Optional TLE1 sub

Side view showing waferTM

behind screen
Installation example with
non-perforated projection screen

Installation example with perforated
projection screen

waferTM series installation examples with projection screens

Optional TLE1 sub
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Identity
Independence Day
Hidalgo
Atlantis – The Lost Empire
Signs
The Emperor’s Club
Unbreakable
Dreamcatcher
HitchHikers Guide to the Galaxy
Hulk
The Fugitive
French Kiss
My Best Friends Wedding
One Fine Day
Devil’s Advocate
Dante’s Peak
The Sixth Sense
Dinosaur
Elf
The Passion of the Christ
Cats & Dogs
Die Another Day
The Guru
Planet of the Apes
The Tuxedo
Vertical Limit
Rollerball
Finding Nemo
Chicago
Freaky Friday
2 Fast 2 Furious
Lara Croft Tomb Raider: The Cradle
of Life
Pirates of the Caribbean 3
Spider Man 3
Terminator 3
Big Fish
American Beauty
Love Actually

Movie music produced with PMC

Big in...

The loudspeakers used by the leading recording professionals have identical

characteristics to that of the consumer models and therefore are the only brand that

can faithfully bring the original sound to the home.

“ ”
It is critical for the composers and engineers of multi million dollar blockbusters

to get it right’. ‘They do it with speakers from the Emmy® award winners - PMC

Blockbusters created using PMC

home theatre

The series is ideal for stereo or all channels of a surround system and has been

engineered with an identical tonal balance and dispersion characteristics to all PMC

models, thereby any combination will afford seamless integration and a perfect audio

picture. The professionally proven TLE1 active subwoofer can also partner any of the

range to provide the ultimate in low frequency power and musicality.



Suggested Associate Loudspeakers
PMC manufacture a large selection of loudspeakers and sub-woofers to meet a range

of budgets and uses, from compact, audiophile designs to large studio monitors.

The following products make ideal companions to create an unbeatable surround

system or supreme audio throughout the home.

DB1M-Ci

(Magnetically screened

Horizontal centre channel)

CB6i

(Three way Magnetically

screened Horizontal centre)

TB2M-Ci
(Larger, Magnetically

screened Horizontal centre)
TB2i

(Larger, Two way monitor)

DB1i
(Compact two way monitor)

wafer1-iw™

(Two Way in-wall monitor)

wafer2-iw™

(Larger Two way in-wall monitor)

TLE1
(Active Subwoofer)

FB1i
(Two Way, Floorstanding monitor)

GB1i
(Compact, Two Way,

Floorstanding monitor)

OB1i
(Three Way

Floorstanding monitor)

EB1i
(Larger, Three Way

Floorstanding monitor)

wafer1™
(Two way on-wall monitor)

wafer2™
(Larger, Two way on-wall monitor)
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187mm/7.36"

355mm/13.98"

575mm
22.64"

50mm
1.97"

100mm
3.94"

96mm
3.78"

Freq response 50Hz-25kHz 40Hz-25kHz

Sensitivity 87dB 1w 1m 90dB 1w 1m

Impedance 8 Ohms 8 Ohms

Drive Units LF 140mm (5.5 inches) LF 170mm (6.5 inches)

HF 2 x 27mm Soft dome HF 2 x 27mm Soft dome

Input connectors 1 pair - Sprung & 4mm sockets 1 pair - Sprung & 4mm sockets

Dimensions H x W x D H x W x D

Cabinet 500 x 235 x 100mm 575 x 355 x 100mm

(19.7 x 9.3 x 4 inches) (22.6 x 14 x 4 inches)

Cabinet and Bezel 550 x 285 x 107mm 625 x 405 x 107mm

(21.65 x 11.22 x 4.21 inches) (24.61 x 15.94 x 4.21 inches)

Cabinet with grille N/A N/A

Weight 5.5kg (12.1 lbs) 7.1kg (15.62 lbs)

Grille & frame/bezel White, satin, RAL 9016 White, satin, RAL 9016

Cabinet colour Black, satin, RAL 9005 Black, satin, RAL 9005

Front

Rear

Front

Rear

Specifications

EU Community Design Registration

- 000620331-0001

- 000620331-0002

US Design Application Registration

D33443 US
D33554 US



516mm
20.3"

267mm/10.5"

387mm/15.24"

591mm
23.23"

500mm
19.7"

235mm/9.25"

575mm
22.64"

335mm/13.98" 108mm/4.25"

Freq response 50Hz-25kHz 40Hz-25kHz

Sensitivity 87dB 1w 1m 90dB 1w 1m

Impedance 8 Ohms 8 Ohms

Drive Units LF 140mm (51/2”) LF 170mm (61/2”)

HF 2 x 27mm Soft dome HF 2 x 27mm Soft dome

Input connectors 1 pair 4mm sockets 1 pair 4mm sockets

Dimensions H x W x D H x W x D

Cabinet 500 x 235 x 100mm 575 x 355 x 100mm

(19.7 x 9.3 x 4 inches) (22.6 x 14 x 4 inches)

Cabinet with grille 516 x 267 x 108mm 591 x 387 x 108mm

(20.3 x 10.51 x 4.25 inches) (23.27 x 15.24 x 4.25 inches)

Weight 5kg (11 lbs) 6.6kg (14.5 lbs)

Grille fabric options White, Black White, Black

Cabinet colour options White, Black White, Black

Specifications

Front with grille

Cabinet rear

Front with grille

Cabinet rear

Subject to change
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